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Seventy SDM

Length cm Diameter IMCS Carbon Bottom Bend  Top Bend Tech Weight ke Color

430 SDM 21 70% 64% 78% Prepreg Carbon 1.7 Pastel Rose

460 SDM 26 70% 64% 77% Prepreg Carbon 2.1 Pastel Rose

490 SDM 30 70% 64% 77% Prepreg Carbon 2.4 Pastel Rose

Fifty RDM

Length cm Diameter IMCS Carbon Bottom Bend  Top Bend Tech Weight ke Color

310 RDM 12 50% 65% 76% Prepreg Carbon 1.2 Pastel Violet
340 RDM 14 50% 65% 78% Prepreg Carbon 1.4 Pastel Violet
370 RDM 16 50% 64,5% 79% Prepreg Carbon 1.7 Pastel Violet
400 RDM 18 50% 64,5% 79% Prepreg Carbon 1.9 Pastel Violet
430 RDM 21 50% 64% 78% Prepreg Carbon 2.1 Pastel Violet
Surf RDM

Length cm Diameter IMCS Epoxy Bottom Bend  Top Bend Tech Weight ke Color

190 RDM Matched  100% Matched Matched Glass & Epoxy 0.6 Pastel Blue

220 RDM Matched  100% Matched Matched Glass & Epoxy 0.8 Pastel Blue

265 RDM Matched  100% Matched Matched Glass & Epoxy 1.0 Pastel Blue

295 RDM Matched  100% Matched Matched Glass & Epoxy 1.2 Pastel Blue

325 RDM Matched  100% Matched Matched Glass & Epoxy 1.5 Pastel Blue

355 RDM Matched  100% Matched Matched Glass & Epoxy 1.8 Pastel Blue

370 RDM Matched  100% Matched Matched Glass & Epoxy 2.0 Pastel Blue

400 RDM Matched  100% Matched Matched Glass & Epoxy 2.4 Pastel Blue

430 RDM Matched  100% Matched Matched Glass & Epoxy 2.5 Pastel Blue

Where applicable: Weights +/- 7.5% tolerance. Tail widths at 30 cm from tail. No guarantee or warranty of accuracy. We reserve the right to make changes at any time without notice.
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