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Carbon Skinny Pro

Length cm Fit Diameter mm Carbon Range cm Lock Tech Weight ke
125-175 RDM & SDM 24.5 100% 50 Double Pin Prepreg Carbon 2,07
130-180 RDM & SDM 24.5 100% 50 Double Pin Prepreg Carbon 2,11
140-190 RDM & SDM 24.5 100% 50 Double Pin Prepreg Carbon 2,2
150-200 RDM & SDM 24.5 100% 50 Double Pin Prepreg Carbon 2,23
Carbon Pro

Length cm Fit Diameter mm Carbon Range cm Lock Tech Weight ke
140-190 RDM & SDM 27.5 100% 50 Double Pin Prepreg Carbon 2,26
160-210 RDM & SDM 27.5 100% 50 Double Pin Prepreg Carbon 2,4
180-240 RDM & SDM 30 into 36 100% 60 Double Pin Prepreg Carbon 3,23
200-250 RDM & SDM 30 into 36 100% 50 Double Pin Prepreg Carbon 3,4
Carbon

Length cm Fit Diameter mm Carbon Range cm Lock Tech Weight ke
140-190 RDM & SDM 27.5 60% 50 Double Pin Prepreg Carbon 2,42
160-210 RDM & SDM 27.5 60% 50 Double Pin Prepreg Carbon 2,48
180-240 RDM & SDM 30 into 36 60% 60 Double Pin Prepreg Carbon 3,36
Aluminum

Length cm Fit Diameter mm Aluminum Range cum Lock Tech Weight ke
110-160 RDM & SDM 27.1 100% 50 Double Pin T6 Aluminum 2,44
130-180 RDM & SDM 27.1 100% 50 Double Pin T6 Aluminum 2,6
140-190 RDM & SDM 27.1 100% 50 Double Pin T6 Aluminum 2,68
150-200 RDM & SDM 27.1 100% 50 Double Pin T6 Aluminum 2,81
170-220 RDM & SDM 26 into 29.5 100% 50 Double Pin T6 Aluminum 2,87
180-230 RDM & SDM 26 into 29.5 100% 50 Double Pin T6 Aluminum 2,95
200-250 RDM & SDM 26 into 29.5 100% 50 Double Pin T6 Aluminum 3,14
Surf Trainer Boom, Adjustable

Length cm Fit Diameter mm Aluminum Range cum Lock Tech Weight ke
100-150 RDM 25.7 100% 50 Single Pin T6 Aluminum 1,66
120-170 RDM 257 100% 50 Single Pin Té Aluminum 1,79
Surf Kids Boom, Fixed

Length cm Fit Diameter mm Aluminum Surf Sail Lock Tech Weight ke
87 RDM 21.4 100% 1.0 Fixed T6é Aluminum 1.04

107 RDM 21.4 100% 1.5 Fixed T6é Aluminum 117

122 RDM 21.4 100% 2.0 Fixed T6é Aluminum 1.24

137 RDM 25 100% 2.5 Fixed T6 Aluminum 1.57

147 RDM 25 100% 3.0 Fixed T6é Aluminum 1.67

157 RDM 25 100% 3.5 Fixed T6 Aluminum 1.72

167 RDM 25 100% 4.0 Fixed T6 Aluminum 1.79

173 RDM 25 100% 4.5 Fixed T6 Aluminum 1.85

178 RDM 25 100% 5.0 Fixed T6 Aluminum 1.89

193 RDM 25 100% 55 Fixed T6 Aluminum 2.35

Where applicable: Weights +/- 7.5% tolerance. Tail widths at 30 cm from tail. No guarantee or warranty of accuracy. We reserve the right to make changes at any fime without notice.



